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- TRAFFIC CONES

CLIENT
1) THIS TRAFFIC MANAGEMENT PLAN MAY ONLY BE IMPLEMENTED BY A
TEMPORARY TRAFFIC OPERATIONS SUPERVISOR (TTOS) WHO MUST CARRY OUT A
SITE RISK ASSESSMENT TO MODIFY (IF NECESSARY) THE MEASURES DESCRIBED
TO SUIT ACTUAL SITE CONDITIONS BEFORE IMPLEMENTATION.
2) THE TTOS MUST BE IN POSSESSION OF THE VALID CONSTRUCTION SKILLS
REGISTRATION CARD 'SIGNING, LIGHTING, AND GUARDING AT ROAD WORKS'
CONSTRUCTION REGULATIONS 2006.
3) THE TTOS TO DETERMINE EXACT POSITION OF SIGNS CONSIDERING THE SITE
SPECIFICS AND CARRY OUT ON SITE RISK ASSESSMENT PRIOR TO WORKS.
4) IN ORDER THAT THE REQUIREMENTS  SET OUT IN SECTION17(2) OF THE  SAFETY,
HEALTH & WELFARE ACT (2005) AND SECTION 16 (F) OF THE CONSTRUCTION
REGULATIONS ARE MET, THE PSCS MUST ADVICE THE PSDP AND ALL RELEVANT
PARTIES OF ANY CHANGE TO THE TEMPORARY TRAFFIC MANAGEMENT PLAN.
5) ALL WORKS ARE TO BE CARRIED OUT IN ACCORDANCE WITH LOCAL AUTHORITY
REQUIREMENTS  AND TO BE INCLUDED IN THE SITE SPECIFIC SAFETY & HEALTH
PLAN.
6) MAINTENANCE CHECKS SHOULD BE CARRIED OUT AT REGULAR INTERVALS AND
IN ACCORDANCE WITH CONTRACT SPECIFICATIONS
7) TEMPORARY SIGNS SUPPORTS OR STANDS SHOULD BE DESIGNED IN
ACCORDANCE WITH SPECIFICATION TS4.

8) CONTRACTOR TO CARRY OUT A SITE RISK ASSESSMENT PRIOR TO
THE INSTALLATION OF THE TRAFFIC MANAGEMENT PLAN TO ENSURE
THAT CONDITIONS REFLECT THOSE CONSIDERED FOR DESIGN POST
SUBMISSION.
9) ALL SIGNS USED FOR THIS TRAFFIC MANAGEMENT PLAN MUST
COMPLY WITH CHAPTER 8 OF TRAFFIC SIGNS MANUAL LATEST EDITION.
10) WK 052 THIS SIGN SHOULD BE USED TO INDICATE THE POSITION OF
A SITE ENTRANCE AND/OR EXIT. VEHICLES MUST ONLY ENTER A WORKS
ACCESS IN THE DIRECTION OF TRAFFIC FLOW. VEHICLES ARE NOT
PERMITTED TO STOP IN A LIVE LANE AND REVERSE INTO A WORKS
ACCESS.
11) THE MAXIMUM LENGTH OF SHUTTLE IS 500M REFER TO CHAPTER 8.
12) THE MINIMUM SET BACK FROM BARRIER ON LEVEL 3 (I) ROAD IS 0.4M
AND LEVEL 3 (II) ROAD IS 0.6M
13) THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ALL
REQUIRED RAMPS ACCESS TO ALL CHANGES IN ROAD SURFACE LEVEL
WHERE TRAFFIC RUNS ON A TEMPORARY SURFACE AND ALSO FOR
CYCLE/PEDESTRIAN RAMPS WHERE THERE IS A LEVEL DISCONTINUITY
AS A RESULT OF THE WORKS ON CYCLE PATHS & FOOTPATHS.

14) IF SAFETY BARRIERS USED IT MUST COMPLY WITH TII DN-REQ-03034-1 IS
EN 1317-1 E) TEMPORARY SAFETY BARRIER
15) ADDITIONAL SIGNS MAY BE USED TO COMPLEMENT THE SPECIFIC SIGNS
USED AT THE ROAD WORKS: WARNING SIGNS - YELLOW BACKGROUND -
DESCRIBED IN CHAPTER 6, REGULATORY SIGNS - DESCRIBED IN CHAPTER
5, ETC. THEY ALL MUST COMPLY WITH THE SPECIFICATIONS OF 'TRAFFIC
SIGNS MANUAL' AND 'TS4: GUIDELINES, CERTIFICATION SCHEME AND
SPECIFICATION FOR CONSTRUCTION OF TRAFFIC SIGNS'.
16) WHEN POSITIONING SIGNS NEXT TO LIVE TRAFFIC, THE NEAREST EDGE
OF THE SIGN SHOULD BE 1.2m FROM THE TRAFFIC LANE WHERE POSSIBLE,
WHERE NARROW MEDIANS / VERGES ARE PRESENT, A MINIMUM OF
600mm SHOULD APPLY USING 900mm SIGNS. FURTHER REDUCTION OF SIGN
SIZE BELOW 900MM IS NOT PERMITTED.
17) THE APPROACH LENGTHS TO TERMINALS MUST BE KEPT CLEAR, AND
NO WORKS SHOULD BE UNDERTAKEN IN THAT EXCLUSION ZONE AND
SAFETY ZONE.
18) ALL INFORMATION CONTAINED IN THIS DRAWING SHOULD BE CHECKED
VERIFIED AND APPROVED PRIOR TO ANY STAGE OF CONSTRUCTION.
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DETOUR TO BANTEER VIA
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DROMCUMMER BEG, CO.CORK

TITLE

PROJECT

DRAWING NUMBER

EN 6641-000-018

ROAD LEVEL:
SPEED LIMIT:
WORKS TYPE:
NUMBER OF SIGNS:

LONGITUDINAL SAFETY ZONE:
LATERAL SAFETY ZONE:
MINIMUM LANE WIDTH:
TM SYSTEM:

2(I)
80km/h

A
N/A

45m
1.2m
3.0m

DIVERSION ROUTE

SIGN VISIBILITY:
DISTANCE BETWEEN SIGNS:
SIGNS SIZE:
CONE HEIGHT:

90m
120m

600/750mm
1000mm

TAPER CONE SPACING:
LONG.CONE SPACING:
LANE TAPER RATE:
H/S TAPER RATE:

3m
12m

N/Am
N/Am

- DIVERSION ROUTE B

- PEDESTRIAN BARRIER

MILLSTREET DETAIL

FOR DETAIL A & B AND MAIN
JUNCTION REFER TO TTMP:
EN 6641-000-019
EN 6641-000-020

a) All diversion signs should be positioned at decision point,
prior junction.
b) All diversion signs should be risk assessed, and should
not pose hazard to a road users. - DIVERSION ROUTE A

- DIVERSION ROUTE C

Exact location of temporary
VMS boards & Texts to be
agreed with relevant authorities.



WORKS
LOCATION

PROPOSED
VMS 1

PROPOSED
VMS 2

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC Trácht ar

Mhalairt Slí

DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC

Deireadh
an Timpill
END

 DETOUR
R619

R619

R619

R619

R619

R621

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Mhalairt Sli
Tracht ar
Mhalairt Sli
Tracht ar

DIVERTED
TRAFFIC

Mhalairt Sli
Tracht ar
Mhalairt Sli
Tracht ar

DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí
DIVERTED
TRAFFIC

N72

N72

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC

Trácht ar
Mhalairt Slí

DIVERTED
TRAFFIC

750x750

750x750

750x750

750x750

750x750

750x750

750x750

Ceann Toirc
KANTURK

R619

Ceann Toirc
KANTURK

R619

NO ACCESS TO
KANTURK

DETOUR VIA
R619

Existing sign to be blanked
off and reinstated when
works completed.

R579

R579

R579

R619

R619

R619

A3 (297x420mm)

SITE LOCATION

DESIGN PARAMETERS

- TEMPORARY TRAFFIC SIGN

- WORKS AREA

- SAFETY ZONE

LEGEND

R579 & N72
DROMCUMMER BEG, CO.CORK

R579 ROAD CLOSURE
DETOUR TO KANTURK

CLIENT:

REV DESCRIPTION DATE REV
BY

CHK
BY

PROJECT:

TITLE:

DIRECTOR: PM: CHECKED:BE AA AA
SCALE: NTS DRAWN BY: EB DATE: 20/07/23

EN 6641 - 000 - 021
STAGE: CONSTRUCTION
DRAWING NO: REV: 00

- TRAFFIC CONES

SITE SPECIFIC NOTES

CHAPTER 8 ROAD LEVEL:
SPEED LIMIT:
ROADWORKS TYPE:
NUMBER OF SIGNS:
SIGN VISIBILITY:
DISTANCE BETWEEN SIGNS:
SIGNS SIZE RECTANGULAR - MIN.:

CONE HEIGHT - MIN.:

RATE OF TAPER:
SAFETY ZONE:

SIGNS SIZE CIRCULAR - MIN.:

TAPER CONE SPACING:
LONGITUDINAL CONE SPACING:

CUMULATIVE AWS DISTANCE:
MAXIMUM LENGTH OF SHUTTLE:
MINIMUM LANE WIDTH:
TM SYSTEM:

2(I) / 2(II)
80/100km/h

A
3/4

90/120m
120/200m

600/750mm
750/900mm

1000mm
1m

12m
LANE - 45°; HS - N/A

LONG. - 45/60m; LATERAL 1.2m
360/800m

500m
3m

ROAD CLOSURE

1) THIS TRAFFIC MANAGEMENT PLAN MAY ONLY BE IMPLEMENTED
BY A TEMPORARY TRAFFIC OPERATIONS SUPERVISOR (TTOS)
WHO MUST CARRY OUT A SITE RISK ASSESSMENT TO MODIFY (IF
NECESSARY) THE MEASURES DESCRIBED TO SUIT ACTUAL SITE
CONDITIONS BEFORE IMPLEMENTATION.
2) THE TTOS MUST BE IN POSSESSION OF THE VALID
CONSTRUCTION SKILLS REGISTRATION CARD 'SIGNING, LIGHTING,
AND GUARDING AT ROADWORKS' CONSTRUCTION REGULATIONS
2006 AND 2013-2021 CONSTRUCTION REGULATIONS.
3) THE TTOS TO DETERMINE EXACT POSITION OF SIGNS
CONSIDERING THE SITE SPECIFICS.

7) TEMPORARY TRAFFIC OPERATIONS SUPERVISOR TO CARRY OUT A
SITE RISK ASSESSMENT PRIOR TO THE INSTALLATION OF THE TRAFFIC
MANAGEMENT PLAN TO ENSURE THAT CONDITIONS REFLECT THOSE
CONSIDERED FOR DESIGN POST SUBMISSION.
8) ALL SIGNS, USED FOR THIS TRAFFIC MANAGEMENT PLAN MUST
COMPLY WITH CHAPTER 8 OF TRAFFIC SIGNS MANUAL LATEST EDITION.
9) WK 052 THIS SIGN SHOULD BE USED TO INDICATE THE POSITION OF A
SITE ENTRANCE AND/OR EXIT. REFER TO CH. 8 FOR USAGE.
BANKS MEN TO MANAGE SITE ACCESS & EGRESS.
10) IF SAFETY BARRIERS USED THIS MUST COMPLY WITH TII DN-REQ-03034-1
IS EN 1317-1 E) TEMPORARY SAFETY BARRIER THE APPROACH LENGTHS TO
TERMINALS MUST BE KEPT CLEAR, AND NO WORKS SHOULD BE
UNDERTAKEN IN THAT EXCLUSION ZONE AND SAFETY ZONE.

GENERAL NOTES 4) IN ORDER THAT THE REQUIREMENTS  SET OUT IN
SECTION17(2) OF THE  SAFETY, HEALTH & WELFARE ACT
(2005) AND SECTION 10  OF THE CONSTRUCTION
REGULATIONS (2013-2021) ARE MET, THE PSCS MUST
ADVICE THE PSDP AND ALL RELEVANT PARTIES OF ANY
CHANGE TO THE TEMPORARY TRAFFIC MANAGEMENT
PLAN.
5) ALL WORKS ARE TO BE CARRIED OUT IN ACCORDANCE
WITH LOCAL AUTHORITY REQUIREMENTS  AND TO BE
INCLUDED IN THE SITE SPECIFIC SAFETY & HEALTH PLAN.
6) MAINTENANCE CHECKS SHOULD BE CARRIED OUT AT
REGULAR INTERVALS AND IN ACCORDANCE WITH
CONTRACT SPECIFICATIONS.

GROUP

UNIT 28, SECOND AVE
COOKSTOWN IND. EST.
TALLAGHT, D24, IRELAND
TEL: (01) 424 2070
EMAIL: info@chmltd.ie
WEB: www.chmltd.ie

COPYRIGHT  C  2023 THIS DRAWING AND ANY DESIGN HEREON IS THE COPYRIGHT OF CHM GROUP AND MUST NOT BE REPRODUCED WITHOUT THEIR WRITTEN CONSENT. ALL DRAWINGS REMAIN THE PROPERTY OF CHM GROUP.

UNIT 6, WATERGRASSHILL
BUSINESS PARK,
CO. CORK, T56 TD42
TEL: +353868118317

12) THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ALL REQUIRED RAMP
ACCESS TO ALL CHANGES IN ROAD SURFACE LEVEL WHERE TRAFFIC RUNS ON A
TEMPORARY SURFACE AND ALSO FOR CYCLE/PEDESTRIAN RAMPS WHERE THERE IS A
LEVEL DISCONTINUITY AS A RESULT OF THE WORKS ON CYCLE PATHS & FOOTPATHS
13) ADDITIONAL SIGNS MAY BE USED TO COMPLEMENT THE SPECIFIC SIGNS USED AT
THE ROADWORKS: WARNING SIGNS - YELLOW BACKGROUND - DESCRIBED IN CHAPTER 6,
REGULATORY SIGNS - DESCRIBED IN CHAPTER 5, ETC. THEY ALL MUST COMPLY WITH
THE SPECIFICATIONS OF 'TRAFFIC SIGNS MANUAL' AND 'TS4: GUIDELINES,
CERTIFICATION SCHEME AND SPECIFICATION FOR CONSTRUCTION OF TRAFFIC SIGNS'.
15) SET BACK TO BE MAINTAINED FROM TEMPORARY SIGN TO LIVE CARRIAGEWAY
AS SET OUT ON CHAPTER 8 AND TTM OPERATIONS GUIDANCE
14) ALL INFORMATION CONTAINED IN THIS DRAWING SHOULD BE CHECKED VERIFIED
AND APPROVED PRIOR TO ANY STAGE OF CONSTRUCTION.

R579 ROAD CLOSURE AT N72

a) Exact position of Advance Warning Signs to be determined on site
based  on spot conditions and should be assessed by TTOS

DETOUR TO KANTURK VIA R619, R621 TO N72

- DIVERSION ROUTE TO BANTEER

- DIVERSION ROUTE TO KANTUR
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- VEHICLE BARRIER

- TRAFFIC CONES

SITE SPECIFIC NOTES

CHAPTER 8 ROAD LEVEL:
SPEED LIMIT:
ROADWORKS TYPE:
NUMBER OF SIGNS:
SIGN VISIBILITY:
DISTANCE BETWEEN SIGNS:
SIGNS SIZE RECTANGULAR - MIN.:

CONE HEIGHT - MIN.:

RATE OF TAPER:
SAFETY ZONE:

SIGNS SIZE CIRCULAR - MIN.:

TAPER CONE SPACING:
LONGITUDINAL CONE SPACING:

CUMULATIVE AWS DISTANCE:
MAXIMUM LENGTH OF SHUTTLE:
MINIMUM LANE WIDTH:
TM SYSTEM:

1(III)
50km/h

A
3

50m
20m

600mm
600mm
750mm

1m
3m

LANE - 1 IN 5m 45°; HS - 1 IN 5m
LONGITUDINAL - 5m; LATERAL 0.5m

60m
N/Am

3m
ROAD CLOSURE

1) THIS TRAFFIC MANAGEMENT PLAN MAY ONLY BE IMPLEMENTED
BY A TEMPORARY TRAFFIC OPERATIONS SUPERVISOR (TTOS)
WHO MUST CARRY OUT A SITE RISK ASSESSMENT TO MODIFY (IF
NECESSARY) THE MEASURES DESCRIBED TO SUIT ACTUAL SITE
CONDITIONS BEFORE IMPLEMENTATION.
2) THE TTOS MUST BE IN POSSESSION OF THE VALID
CONSTRUCTION SKILLS REGISTRATION CARD 'SIGNING, LIGHTING,
AND GUARDING AT ROADWORKS' CONSTRUCTION REGULATIONS
2006 AND 2013-2021 CONSTRUCTION REGULATIONS.
3) THE TTOS TO DETERMINE EXACT POSITION OF SIGNS
CONSIDERING THE SITE SPECIFICS.

7) TEMPORARY TRAFFIC OPERATIONS SUPERVISOR TO CARRY OUT A
SITE RISK ASSESSMENT PRIOR TO THE INSTALLATION OF THE TRAFFIC
MANAGEMENT PLAN TO ENSURE THAT CONDITIONS REFLECT THOSE
CONSIDERED FOR DESIGN POST SUBMISSION.
8) ALL SIGNS, USED FOR THIS TRAFFIC MANAGEMENT PLAN MUST
COMPLY WITH CHAPTER 8 OF TRAFFIC SIGNS MANUAL LATEST EDITION.
9) WK 052 THIS SIGN SHOULD BE USED TO INDICATE THE POSITION OF A
SITE ENTRANCE AND/OR EXIT. REFER TO CH. 8 FOR USAGE.
BANKS MEN TO MANAGE SITE ACCESS & EGRESS.
10) IF SAFETY BARRIERS USED THIS MUST COMPLY WITH TII DN-REQ-03034-1
IS EN 1317-1 E) TEMPORARY SAFETY BARRIER THE APPROACH LENGTHS TO
TERMINALS MUST BE KEPT CLEAR, AND NO WORKS SHOULD BE
UNDERTAKEN IN THAT EXCLUSION ZONE AND SAFETY ZONE.

GENERAL NOTES 4) IN ORDER THAT THE REQUIREMENTS  SET OUT IN
SECTION17(2) OF THE  SAFETY, HEALTH & WELFARE ACT
(2005) AND SECTION 10  OF THE CONSTRUCTION
REGULATIONS (2013-2021) ARE MET, THE PSCS MUST
ADVICE THE PSDP AND ALL RELEVANT PARTIES OF ANY
CHANGE TO THE TEMPORARY TRAFFIC MANAGEMENT
PLAN.
5) ALL WORKS ARE TO BE CARRIED OUT IN ACCORDANCE
WITH LOCAL AUTHORITY REQUIREMENTS  AND TO BE
INCLUDED IN THE SITE SPECIFIC SAFETY & HEALTH PLAN.
6) MAINTENANCE CHECKS SHOULD BE CARRIED OUT AT
REGULAR INTERVALS AND IN ACCORDANCE WITH
CONTRACT SPECIFICATIONS.
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12) THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ALL REQUIRED RAMP
ACCESS TO ALL CHANGES IN ROAD SURFACE LEVEL WHERE TRAFFIC RUNS ON A
TEMPORARY SURFACE AND ALSO FOR CYCLE/PEDESTRIAN RAMPS WHERE THERE IS A
LEVEL DISCONTINUITY AS A RESULT OF THE WORKS ON CYCLE PATHS & FOOTPATHS
13) ADDITIONAL SIGNS MAY BE USED TO COMPLEMENT THE SPECIFIC SIGNS USED AT
THE ROADWORKS: WARNING SIGNS - YELLOW BACKGROUND - DESCRIBED IN CHAPTER 6,
REGULATORY SIGNS - DESCRIBED IN CHAPTER 5, ETC. THEY ALL MUST COMPLY WITH
THE SPECIFICATIONS OF 'TRAFFIC SIGNS MANUAL' AND 'TS4: GUIDELINES,
CERTIFICATION SCHEME AND SPECIFICATION FOR CONSTRUCTION OF TRAFFIC SIGNS'.
15) SET BACK TO BE MAINTAINED FROM TEMPORARY SIGN TO LIVE CARRIAGEWAY
AS SET OUT ON CHAPTER 8 AND TTM OPERATIONS GUIDANCE
14) ALL INFORMATION CONTAINED IN THIS DRAWING SHOULD BE CHECKED VERIFIED
AND APPROVED PRIOR TO ANY STAGE OF CONSTRUCTION.

R579 BANTEER DETOUR - DETAIL A

a) Exact position of Advance Warning Signs to be determined on site
based  on spot conditions and should be assessed by TTOS

R579 BANTEER DETOUR - DETAIL B

FOR DIVERSION ROUTE
REFER TO TTMP:
EN 6641-000-018
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